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Technical Data Sheet

Acidfoam 
Foaming acid cleaner       APPLIED A2539 
  

Description:   Acidfoam is a foaming acid cleaner specifically designed for removing brake dust build-up and other 
soils from railroad stock. 
 

Intended Use:  Removal of brake dust build-up and other soils from railroad stock. 
 
 

Product 
features: 

 Foams onto surface - ensuring maximum contact and minimum waste 

Effectively removes heavy build-up of soils and brake dust 

Dissolves readily in water 

Safe on aluminium, steel, glass and good quality paints if used as recommended 

Contains no phosphates, silicates, or heavy metal salts. 

Surfactants are biodegradable.  

Typical 
Physical 
Properties: 

 Technical data should be considered representative or typical only and should not be used for specification purposes. 
 
Appearance: Clear, blue liquid.  
Flashpoint: Non-flammable 
Solubility: Soluble in water to produce foaming solutions 
 

 
Directions for 
Use: 

  
1) Dilute Acidfoam cleaner with up to 60 parts water for routine cleaning.   

 
2) Apply through either high volume or low volume foamer.   

 
3) Allow to dwell for about two minutes.  Rinse with high pressure water (2500 Kpa or more) or 

brush while water rinsing. 
 
NOTE: For cleaning heavily soiled areas, a concentration of 1-part Acidfoam cleanser with only 10 to 
20 parts water may be required. 
 
 

Storage:  Avoid temperature extremes. 

Precautions:  Please refer to appropriate safety data sheet (SDS) prior to using this product. 
For technical assistance, please call 1800-063-511 
FOR INDUSTRIAL USE ONLY 

Warranty:  Applied will replace any material found to be defective. Because the storage, handling and application of 
this material is beyond our control, we can accept no liability for the results obtained. 

Disclaimer:  All information on this data sheet is based on laboratory testing and is not intended for design purposes. 
ITW Polymers & Fluids and Applied makes no representations or warranties of any kind concerning this 
data. 

Order 
Information: 

  
A2539-1000  Applied A2539 1000 L -  IBC 
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