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Technical Data Sheet

Circulate GK 
Alkaline C.I.P. Detergent        APPLIED A5721 
  

Description:   Circulate GK (A5721) is a low-foaming heavy-duty alkaline detergent based on potassium hydroxide.  
 
Circulate GK contains powerful sequestering agents that provide effective hard water control and 
removal of denatured soils.  

Intended Use:  Circulate GK is ideally suited to use in C.I.P operations. The alkalinity effectively removes the fatty 
and carbohydrate based soils and the sequestering system is effective in removing accumulated 
calcium and other mineral salts.  
 
Circulate GK is also suited for use in the meat industry for the removal of fat, grease and oil as well 
as protein based soils. 
 

Product 
features: 

 Multi-application heavy duty cleaner Suited to spray, circulation and agitation systems 

Contains special surfactants to provide low foaming and wetting characteristics  

Potassium base enables clean rinsing and reduces sodium load in effluent 

 

Typical 
Physical 
Properties: 

 Technical data should be considered representative or typical only and should not be used for specification purposes. 
 
Appearance: Straw to pale yellow liquid.  
Odour: Mild alkaline 
Specific Gravity: 1.3 @ 20°C 
Foam: Low 
pH (neat): >13 
Solubility: Miscible in water 

 
Directions for 
Use: 

  
Circulate GK is a low foaming heavy duty alkaline detergent designed for use on heat affected soils in 

evaporators and a wide variety of C.I.P applications. Because of the wide variety of application methods 

and uses, it is recommended that you consult with your Applied representative for specific use 

instructions and recommended dispensing equipment. 

 

Storage:  Avoid temperature extremes. 

Precautions:  Please refer to appropriate safety data sheet (SDS) prior to using this product. 
For technical assistance, please call 1800-063-511 
FOR INDUSTRIAL USE ONLY 

Warranty:  Applied will replace any material found to be defective. Because the storage, handling and application of 
this material is beyond our control, we can accept no liability for the results obtained. 

Disclaimer:  All information on this data sheet is based on laboratory testing and is not intended for design purposes. 
ITW Polymers & Fluids and Applied makes no representations or warranties of any kind concerning this 
data. 

Order 
Information: 

  
A5721-200  Applied Circulate GK 200 L 
A5721-1000  Applied Circulate GK 1000 L (IBC) 
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