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Technical Data Sheet

Gear Lube 
Straight Dip Dewatering and Corrosion Inhibition   APPLIED A8244 
  

Description:   Gear Lube is a ready to use, solvent based, corrosion inhibitor designed for the final stage of hook 
and roller cleaning process.  
 
Gear Lube is designed to expel the last traces of water that remain from the rinse and then coat the 
surfaces of the hook with a thin corrosion inhibiting layer that repels water that contacts the steel 
surface during normal processing, for example in cold rooms and boning operations. 
 
When applied correctly Gear Lube will provide up to 7-days protection to the steel. Surfaces treated 
with Gear Lube will be slightly tacky after drying. 
 

Intended Use:  Gear Lube is a dewatering agent and an excellent temporary protectant for steel surfaces such as 
meat rails. 
 

Product 
features: 

 Highly effective dewatering agent. 

Excellent temporary corrosion inhibitor. 

Good lubricating effect. 
Gear Lube complies with AQIS guidelines for use in export registered meat establishments as 
a Lubricant Type B 
 

Typical 
Physical 
Properties: 

 Technical data should be considered representative or typical only and should not be used for specification purposes. 
 
Appearance: Thin, brown liquid.  
Odour: Characteristic solvent. 
Specific Gravity: 0.78 
Flash Point: >37°C (open cup) 

 
Directions for 
Use: 

  
 Gear Lube is used as supplied.  

 Hooks, or other steel pieces are dipped in the Gear Lube.  

 Excess lubricant is allowed to drain into the tank and the steel surfaces allowed to dry.  

 Drying times will vary dependent upon the temperature of the tank, and the atmospheric 

temperature.  

 Drying speeds may be improved by warming the tank to about 40°C. 

NOTE:  
 
 Tanks of Gear Lube should be covered when not in use to retard evaporation.  

 Each morning [and several times during the day] water that accumulates in the tank should be 

drained. 

Storage:  Avoid temperature extremes. 

Precautions:  Please refer to appropriate safety data sheet (SDS) prior to using this product. 
For technical assistance, please call 1800-063-511 
FOR INDUSTRIAL USE ONLY 

Warranty:  Applied will replace any material found to be defective. Because the storage, handling and application of 
this material is beyond our control, we can accept no liability for the results obtained. 

Disclaimer:  All information on this data sheet is based on laboratory testing and is not intended for design purposes. 
ITW Polymers & Fluids and Applied makes no representations or warranties of any kind concerning this 
data. 

Order 
Information: 

  
A8244-200  Applied Gear Lube 200 L 
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