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Technical Data Sheet

Smokehouse Cleaner 
Hand Cleaner                APPLIED ASHCL 
  

Description:   Smokehouse Cleaner (ASHCL) has is a heavy duty caustic soda based detergent.  
 
Incorporated into Smokehouse Cleaner is a specially designed chelating and wetting system.  
 
This system is designed to provide effective penetration and solubilising of denatured proteins, 
carbohydrates and other fat combinations. 
 

Intended Use:  Smokehouse Cleaner is ideally suited to use in cleaning operations where cooking processes have 
been employed. Examples include deep fryers and continuous ovens, smokehouses and steaming 
cabinets, and general cooking kettles.  
 
Smokehouse Cleaner can also be used for other duties where food soils are present. 
 

Product 
features: 

 Completely formulated product provides quick and effective cleaning 
Liquid formulation makes for injection into cookers where offered 
Approval as an AQIS General Cleaner Type B  

Typical 
Physical 
Properties: 

 Technical data should be considered representative or typical only and should not be used for specification purposes. 
 
Appearance: Pale yellow, slightly viscous liquid.  
Specific Gravity: 1.44 
Caustic Concentration: 540 g.L-1 caustic soda 
 

 
Directions for 
Use: 

  
The method of application of Smokehouse Cleaner will depend on the type of equipment being 
cleaned.  
For automatic smokehouses Smokehouse Cleaner is used as directed with the smokehouse 
undertaking the product dilution. 
 
For general cleaning with Smokehouse Cleaner apply such that the final dilution is between 1 part in 
30 and 1 part in 100 parts water.  
 
Your Applied representative can provide additional details on using Smokehouse Cleaner to obtain the 
best results in your application. 
 

IMPORTANT NOTE: Smokehouse Cleaner is a strong caustic based product. Do not use on 
aluminium or other soft materials unless the Applied representative has made specific 
recommendations for its use. 
 

Storage:  Avoid temperature extremes. 

Precautions:  Please refer to appropriate safety data sheet (SDS) prior to using this product. 
For technical assistance, please call 1800-063-511 
FOR INDUSTRIAL USE ONLY 

Warranty:  Applied will replace any material found to be defective. Because the storage, handling and application of this material 
is beyond our control, we can accept no liability for the results obtained. 

Disclaimer:  All information on this data sheet is based on laboratory testing and is not intended for design purposes. ITW Polymers 
& Fluids and Applied makes no representations or warranties of any kind concerning this data. 

Order 
Information: 

  
ASHCL-20 Applied Smokehouse Cleaner 20 L 
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